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“DS-E ﬁ This is part of Family API which allow to create dual-os version of program runs under
0S/2 and DOS

Note: This is legacy API call. It is recommended to use 32-bit equivalent
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DosDevConfig

This call gets information about attached devices.
Syntax
DosDevConfig (Devicelnfo, Item, Parm)

Parameters

;Devicelnfo (PVOID) - output: Address of the byte-wide field containing the requested information.
;item (USHORT) - input: Device information requested. :0 - Number of printers attached :1 - Number of
RS232 ports :2 - Number of diskette drives :3 - Presence of math coprocessor (where 0 = not present,
1 = present) :4 - PC Submodel Type (where the return is the system submodel byte) :5 - PC Model
Type (where the return is the system model byte) :6 - Display adapter type (where 0 = monochrome
mode compatible, 1 = other). ;Parm (USHORT) - input: Reserved for future use and should be set to
zero.

Return Code
;rc (USHORT) - return:Return code descriptions are: * 0 NO_ERROR *87 ERROR_INVALID_PARAMETER

Remarks

The system model (function 5) and submodel (function 4) information is obtained from BIOS.

In addition, the number of devices attached in a PS/2 environment reflect only devices that are
“awake”. Devices that are “asleep” are not counted.

Bindings
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C

#define INCL DOSDEVICES

USHORT rc = DosDevConfig(DeviceInfo, Item, Parm);

PVOID Devicelnfo; /* Returned information */
USHORT Item; /* Item number */

USHORT Parm; /* Reserved */

USHORT rc; /* return */

MASM

EXTRN DosDevConfig:FAR
INCL DOSDEVICES EQU 1

PUSH@ OTHER DeviceInfo ;Requested information (returned)
PUSH  WORD Item ;Item number

PUSH  WORD Parm ;Reserved (must be zero)

CALL DosDevConfig

Returns WORD </PRE>

Example Code

This example gets information about model type, monitor and coprocessor and display it.
#define INCL DOSDEVICES

#define MACHINE MODEL 5

#define DISPLAY TYPE 6

#define FIND COPROCESSOR 3

#define RESERVED OL

BYTE DevicelInfo;

USHORT rc;
if(!'DosDevConfig(&Devicelnfo, /* Returned information */
MACHINE MODEL, /* Item number */
RESERVED) ) /* Reserved */

printf("Model Type %d ",Devicelnfo);

if(!'DosDevConfig(&Devicelnfo, /* Returned information */
DISPLAY TYPE, /* Item number */
RESERVED) ) /* Reserved */

if (DeviceInfo)
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printf("Colour display ");

else

printf("Mono display ");

if(!DosDevConfig(&DevicelInfo, /* Returned information */
FIND COPROCESSOR, /* Item number */
RESERVED) ) /* Reserved */

if (Devicelnfo)
printf("Coprocessor");

else

printf("No Coprocessor");

Note

Text based on http://www.edm2.com/index.php/DosDevConfig_(Legacy)

DOS|Manager

Family API

Process DosBeep DosExit DosSleep DosExecPgm

Manager
DosChDir DosChgFilePtr DosClose DosDelete DosDupHandle DosMkDir DosMove
DosQCurDir DosQCurDisk DosSetFileMode DosOpen DosQFilelnfo DosRead

File Manager DosQFileMode DosQFSInfo DosQVerify DosRmDir DosSelectDisk DosFindClose
DosFindFirst DosFindNext DosSetFilelnfo DosSetVerify DosWrite DosFileLocks
DosSetFHandState DosNewSize DosBufReset DosQFHandState DosSetFSinfo
DosShutdown

Memory DosFreeSeg DosSubAlloc DosSubFree DosSubSet DosAllocHuge DosAllocSeg

DosReallocHuge DosReallocSeg DosGetHugeShift DosCreateCSAlias

DosCaseMap DosGetCtryInfo DosGetDBCSEv DosSetCtryCode DosGetCollate

NLS DosGetMessage DosIlnsMessage DosPutMessage
'[I')i?rt:: and DosSetDateTime DosGetDateTime
Devices DosDevConfig DosDevIOCtl DosDevIOCt|2
Signals DosHoldSignal DosSetSigHandler
Misc BadDynLink DosGetEnv DosGetMachineMode DosGetVersion DosError DosErrClass
DosSetVec
KBD KbdCharln KbdFlushBuffer KbdGetStatus KbdSetStatus KbdStringln KbdPeek
VioGetBuf VioGetConfig VioGetCurPos VioGetCurType VioGetPhysBuf
VioReadCellStr VioReadCharStr VioScrollUp VioScrollDn VioScrollLf VioScrollRt
VIO VioScrUnLock VioSetCurPos VioSetCurType VioSetMode VioGetMode VioShowBuf
VioWrtCellStr VioWrtCharStr VioWrtCharStrAtt VioWrtNAttr VioWrtNCell
VioWrtNChar VioWrtTTY VioScrLock VioPopUp
Tools BIND
Modules DOSCALLS.DLL VIOCALLS.DLL KBDCALLS.DLL MSG.DLL
Libraries API.LIB 0S2386.LIB FAPI.LIB DOSCALLS.LIB SUBCALLS.LIB

2018/08/25 15:05 -

prokushev - 0 Comments

osFree wiki - http://cocorico.osfree.org/doku/



http://www.edm2.com/index.php/DosDevConfig_(Legacy)
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosbeep
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosexit
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dossleep
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosexecpgm
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:doschdir
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:doschgfileptr
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosclose
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosdelete
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosduphandle
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosmkdir
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosmove
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosqcurdir
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosqcurdisk
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dossetfilemode
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosopen
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosqfileinfo
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosread
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosqfilemode
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosqfsinfo
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosqverify
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosrmdir
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosselectdisk
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosfindclose
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosfindfirst
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosfindnext
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dossetfileinfo
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dossetverify
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:doswrite
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosfilelocks
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dossetfhandstate
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosnewsize
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosbufreset
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosqfhandstate
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dossetfsinfo
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosshutdown
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosfreeseg
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dossuballoc
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dossubfree
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dossubset
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosallochuge
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosallocseg
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosreallochuge
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosreallocseg
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosgethugeshift
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:doscreatecsalias
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:doscasemap
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosgetctryinfo
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosgetdbcsev
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dossetctrycode
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosgetcollate
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosgetmessage
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosinsmessage
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosputmessage
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dossetdatetime
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosgetdatetime
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosdevioctl
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosdevioctl2
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosholdsignal
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dossetsighandler
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:baddynlink
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosgetenv
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosgetmachinemode
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosgetversion
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:doserror
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:doserrclass
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dossetvec
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:kbdcharin
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:kbdflushbuffer
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:kbdgetstatus
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:kbdsetstatus
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:kbdstringin
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:kbdpeek
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:viogetbuf
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:viogetconfig
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:viogetcurpos
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:viogetcurtype
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:viogetphysbuf
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:vioreadcellstr
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:vioreadcharstr
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:vioscrollup
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:vioscrolldn
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:vioscrolllf
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:vioscrollrt
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:vioscrunlock
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:viosetcurpos
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:viosetcurtype
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:viosetmode
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:viogetmode
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:vioshowbuf
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:viowrtcellstr
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:viowrtcharstr
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:viowrtcharstratt
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:viowrtnattr
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:viowrtncell
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:viowrtnchar
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:viowrttty
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:vioscrlock
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:viopopup
http://cocorico.osfree.org/doku/doku.php?id=en:docs:os2:modules:doscalls
http://cocorico.osfree.org/doku/doku.php?id=en:docs:os2:modules:viocalls
http://cocorico.osfree.org/doku/doku.php?id=en:docs:os2:modules:kbdcalls
http://cocorico.osfree.org/doku/doku.php?id=en:docs:os2:modules:msg
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:libraries:api
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:libraries:fapi
http://cocorico.osfree.org/doku/doku.php?id=en:templates:fapi#discussion__section

Last update:

. fapi: i : i ?id=en: fapi: i =
2021/08/20 03:40 en:docs:fapi:dosdevconfig http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosdevconfig&rev=1629430847

From:
http://cocorico.osfree.org/doku/ - osFree wiki

Permanent link:

Last update: 2021/08/20 03:40

http://cocorico.osfree.org/doku/ Printed on 2026/02/05 16:40


http://cocorico.osfree.org/doku/
http://cocorico.osfree.org/doku/doku.php?id=en:docs:fapi:dosdevconfig&rev=1629430847

	DosDevConfig
	Syntax
	Parameters
	Return Code
	Remarks
	Bindings
	C
	MASM
	Example Code


	Note

